
 

 

 

 

 

 

 

 

Product specification 

 

PRODUCT:  Bituguard Enamel 
Date:  02-2020 

Rev. 36 

 

Description and application 
 

The product is a black Bitumen-based hot-applied coating material for protecting iron 

and steel, manufactured by Bituguard Southern Africa.  The product consists of 10/20 

Pen Bitumen, Calprene, Adflex and Rockflour as filler. 

 

An outside contractor applies the product onto the pipes with the special application 

equipment hired from Phønix Pipe Protectors. 

 

Product Specification data 
Properties Method Unit Requirements 

Softening point EN 1427 °C 130-160 

Penetration @ 25°C EN 1426 0.1mm 5-17 

Density @ 25°C EN10300 g/cm² 1.2-1.4 

Viscosity @ 220°C Brookfield Cp 2000-5000 

Filler content EN 10300 % 25-35 

Impact @ 0°C EN 10300 mm² Max. 6500 

Peel Initial/Delayed EN 10300 mm Max: 

At 30°C   4.0/4.0 

At 40°C   2.5/2.5 

At 50°C   1.5/1.5 

At 60°C   1.0/1.0 

Sag @ 90°C EN 10300 mm Max: 1.5 

Flash Point ISO 2592 °C Min. 260 

Bend @ -10°C EN 10300 Mm Min 15 

Cathodic Disbonding, 

20 ± 5°C, 28 days 

 

EN 10300 

 

Mm 
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Delivery 

 

The product is packed in 20 kg blocks, stacked and wrapped on pallets. The product 

must be cold stored in a covered area with temperatures below 35°C. 

 

Site Storage 

 
 



 

 

 

 

 

 

 

 

The product should be cold stored in a covered area with temperatures below 35°C. 

Before use the product should slowly be heated until it reaches 160°C. When reaching 

this stage, stirring should be applied. The coating temperature should not exceed 

temperatures of 220°C. 

 

Reporting 

 
Documentation for quality is emailed to the concerned parties as soon as the 

weektests is completed on the product.  
 


