
 

 

 

 

 

 

 

 

Safety Data Sheet 
 
Date:  January 1998       Rev. no.:  0 

Approved by:  Keld Stovgaard      Tlf. Nr.:  75 36 11 11 

 

 

1) IDENTIFICATION OF THE SUBSTANCE/PREPARATION AND OF THE COMPANY 

 

Trade name:  PHØNIX BITUGUARD OUTERWRAP 

 

Company:  A/S Phønix Contractors, Vester Allé 1, DK-6600 Vejen, tel. +45 75 36 11 11 

 

Contact Person: Mr. Keld Stovgaard/Mrs. C. Lawson 

 

__________________________________________________________________________________ 

2)  COMPOSITION/INFORMATION ON INGREDIENTS 

 

Product type:  Modified Bitumen impregnated glass fibre/polyester cloth 

   The end product is powdered with talc. 

 

Components 

Bitumen   

SBS-polymers 

Glass fibre/polyester cloth 

Talc 

 

__________________________________________________________________________________ 

3)  HAZARDS IDENTIFICATION 

 

Risk of burns due to the high application temperature (180-190°C). 

Risk of breathing bitumen fumes. 

 

__________________________________________________________________________________ 

4) FIRST-AID MEASURES 

 

After inhalation: Fresh air. 

 

After skin contact: See "Burns" 

 

After eye contact: Eye irritation:  Fresh air 

   Eye irritation can be relieved by rinsing with water. 

 

Ingestion:  Not relevant. 

Burns: Immediately cool with water.  Keep cooling.  Immerse the burnt area in a 

bucket with water or pour over the burnt area constantly.  Cold running water 

gives the best pain relief.  Remove clothing, shoes or gloves if it does not 

stick to the burnt area.  Keep cooling with water also while transporting or 

during waiting time.  (If necessary bring a bucket with water).  Keep cooling  



 

 

 

 

 

 

 

 

 

until the pain stops, it may last for hours.  Do not remove the Bituguard 

Enamel.  

 INSTUCTIONS FOR THE CASUALTY WARD:  Do not remove the 

Bituguard Enamel if it sticks to the burnt area.  It does not hamper the healing 

of the wound.  Continue the cooling with water until the pain stops.  Wash 

with cold water and soap.  It is not recommended to use steroidspray on 

bitumen burns. 

 

__________________________________________________________________________________ 

5) FIRE-FIGHTING MEASURES 

 

The product is combustible. 

Extinguish fire with carbon dioxide, powder, foam, water spray or water. 

 

__________________________________________________________________________________ 

6) ACCIDENTAL RELEASE MEASURES 

 

Remove spillage and handle it as chemical waste (see item 13) 

 

__________________________________________________________________________________ 

7) HANDLING AND STORAGE 

 

Handling Avoid breathing bitumen fumes. 

  Avoid contract with skin. 

  Handling temperature:  215-230°C 

  No use of open fire. 

 

Storage: Store dry and away from the sun. 

 

__________________________________________________________________________________ 

8) EXPOSURE CONTROLS/PERSONAL PROTECTION 

 

Components     Threshold Limit Values (1996) 

Bitumen     5 mg/m³ for bitumen fumes 

 

The temperature of BITUGUARD Enamel must not exceed the prescribed max. temperature of 190°C 

as it may result in unnecessary generation of fume and may reduce the product quality. 

 

See also the Safety Data Sheet for BITUGUARD Enamel. 

 

Effective local exhaust ventilation must be provided over the application area. 

 

Respiratory protection must be available at the workplace. 

 

Use heat-resistant gloves when working with the hot product. 

 

Personal hygiene should be high.  Water and skin cleaning product must be available. 



 

 

 

 

 

 

 

 

 

9) PHYSICAL AND CHEMICAL PROPERTIES 

 

Appearance (25) solid    Solubility in water  insoluble 

Colour   black    pH    - 

Odour   -    Density    1 g/cm³ 

Odour limit  -    Flash point   >230°C 

Melting point  115-130°C   Auto-ignition temp.  350°C 

Boiling point  -    Explosion limits  - 

Vapour pressure -    Saturation concentration - 

Other data  - 

 

__________________________________________________________________________________ 

10) STABILITY AND REACTIVITY 

 

Stability:  The product is stable. 

 

Reactivity:  - 

 

Hazardous decom- 

position products: On strong heating health hazardous fumes may occur. 

 

__________________________________________________________________________________ 

11) TOXICOLOGICAL INFORMATION 

 

Inhalation: At temperatures beyond 190°C and under conditions of poor ventilation the 

incipient generation of fumes may irritate the respiratory passages. 

 

Skin: Risk of burns. 

 

Eyes: Fumes can cause irritation of the eyes. 

 

Ingestion: Not relevant under normal conditions. 

 

__________________________________________________________________________________ 

12) ECOLOGICAL INFORMATION 

 

Mobility:  Do not leave spillage and surplus in the environment. 

 

Degradability:  Not biodegradable. 

 

Ecotoxicity:  Is not regarded as hazardous to the environment. 

 

__________________________________________________________________________________ 

13) DISPOSAL CONSIDERATIONS 

 

Waste is to be disposed of at an authorised site for chemical waste. 

 



 

 

 

 

 

 

 

 

 

14) TRANSPORT INFORMATION 

 

No classifications. 

 

UN-no.  IMDG  ADR/RID Hazard label  Hazard identification no. 

-  -  -  -   - 

__________________________________________________________________________________ 

15) REGULATORY INFORMATION 

 

Labelling -No labelling according to the executive order no. 801 of 23rd October 1997 

on classification, packaging and labelling of chemical substances and 

preparations issued by the Ministry of Environment and Energy (Denmark) 

 

Contains:  - 

 

Risk phrases:  - 

 

Safety phrases:  - 

 

National labelling: - 

 

Restriction on use: The product must not be used warmer than 250°C 

   For no other purpose. 

 

Special training: According to the Danish executive order on working with products 

containing bitumen the work must only be carried out by persons with special 

training or by persons instructed by a qualified person. 

Employees must be informed of the contents of this data sheet.  The data 

sheet must be present at the workplace. 

 

__________________________________________________________________________________ 

16) OTHER INFORMATION 

 

Use:   Phønix BITUGUARD Outerwrap is used for coating of pipelines. 

 

Associated product: BITUGUARD Enamel. 

 

Note: This data sheet is a direct translation from Danish and according to Danish 

law, which is not necessarily valid in other countries. 

 

__________________________________________________________________________________ 
 


