
 

 

 

 

 

 

 

 

Product specification 

 
PRODUCT:  BITUFLEX-EX 

Date:  September 2024 

Rev. 36 
 

Description and application 
 

BITUFLEX is a black thermoplastic material manufactured by Bituguard Southern 

Africa.  The product is a blend of Penetration Grade Bitumen, conforming to SABS 

307 and Styrene-Butadiene-Styrene (SBS). 

 

BITUFLEX-EX is manufactured by Bituguard Southern Africa for cracks 2mm – 

20mm. 

 

BITUFLEX-EX is formulated to withstand extreme weather conditions, can resist 

higher road temperatures and was designed for Highways with high traffic volumes. 

 

BITUFLEX-EX is more elastic due to higher SBS content and is more resistant to 

active cracks. 

 

BITUFLEX-EX is applied as a hot crack sealing compound on roads and concrete 

surfaces. 

 

Guideline Specifications for Bituguard SA's Bituflex-EX: 

 

Properties Method Unit  Bituflex 

Softening point MB-17 °C >100 

Density at 25°C BS 4147 g/cm³ 1.01 - 1.03 

Ductility @ 15°C DIN 52013 cm 60 min 

Elastic Recovery @ 15°C MB-4 % >85 

Dynamic viscosity @ 165°C MB-18 Pa.s >0.90 

 

 

Delivery 

 
The product is filled into silica lined boxes or drums and cooled down before delivery 

by road. 

 

 

Reporting 

 
Documentation for quality and quantity delivered is to accompany every load. 
 


