
 

 

 

 

 

 

 

 

Product specification 

 
PRODUCT:  A-E1 

 SBS Modified Road Bitumen 

Date:  05-2023 

Rev. 3 
 

 

Description and application 

 

The product is a black thermoplastic material manufactured by Bituguard Southern 

Africa.  The product consists of a SABS 307 Penetration Grade Bitumen and Styrene-

Butadiene-Styrene (SBS). 

 

Guideline Specifications on Bituguard SA's SBS Modified Bitumen (meeting A-

E1 guideline as per TG1 July 2015 – 3rd edition)   

 

Properties Method Unit A-E1 as per TG1 

Softening point  ASTM D36 °C 55 – 65 
Elastic Recovery @ 15°C  SABITA 15 % >50 

Viscosity @ 160°C ASTM D4402 Pa.s - 

Viscosity @ 165°C ASTM D4402 Pa.s ≤ 0,6 

Viscosity @ 170°C ASTM D4402 Pa.s - 

Viscosity @ 180°C ASTM D4402 Pa.s - 

Viscosity @ 190°C ASTM D4402 Pa.S - 

Storage @ 180°C SABITA  15 °C <5 
Flash point ASTM D93-97 °C ≥ 230 

* These tests were performed at Soillab. 

 

Delivery 

Product is pumped from the factory into clean heated bulk Road Tankers to site. 

 

Site Storage 

The product should be stored on site in a preheated storage tank equipped with slow 

stirring or circulation mechanism, at temperatures between 170° - 180°C. 

 

Reporting 

Loaded Product Quantity details will accompany every load to site and Quality 

Certificate e-mailed as per client’s requirements. 

 


